-QUIOS

Model 230

Meca Burair

REALIZA AQUI
TU PEDIDO

Android

Weight and dimensions

Dimensions (width x height x depth) 57x186x36 cm
Weight 171 kg
Specifications

Voltage range 110-240V AC
Nominal frecuency 50/60 Hz
Consuptions 472 W
Temperature 5°C-45°C
Processor and communications

Android CPU RK3288, Quad Core, up to 1.8GHz 2GB DDR3

SDRAM 8GB eMMC
LED 32" FHD Display (16:9), 500 nits

Touch screen

N.° of pixels 1920 x 1080
Touch panel Capacitive multi-touch type
Operative System Android 5.1
1/0 1 x USB 2.0 host type A, Micro USB 2.0 OTG,

1 x RJ45 type, Ethernet 100/100Mbps
Wireless Wi-Fi 802.11 b/g/n, Bluetooth 4.0

Coins

Accepts, validates and dispenses coins

EURO: from 2ct to 2€
Other currencies: consult

Detection and rejection of false coins

v

Hopper for fast coins loading

v

Coins recycler capacity 1.500
Coins validation speed 4 coins/s
Coins dispensing speed 12 coins/s
Coins stacker capacity 1.500

Notes

Accepts, validates and dispenses notes

EURO: from 5€ to 500€
Other currencies: consult

Deteccién y rechazo de billetes falsos

v

Notes validation speed 3 s/note
Notes dispensing speed 2 s/note
Recyclers quantity 2

Free of denominations
designations

Notes recycler capacity

100 each recycler

Notes stacker capacity

1.000

Processor and communications

Internal MiniPC

J1900 2GB RAM 24GB SSD

7" touch screen s/
Printing specifications Connection Ethernet
Ticket printer Thermal printing .
Velocity 220mm/sec Accesories
Resolution 180 DPI Cassette and notes recycler removal lock /
Paper width 80mm Security lock for notes stacker Included
Paper roll diameter Max @ 83mm Lock for coin dispenser extraction Included
Auto cutter /
Emulation ESC/POS Command compatible Consumibles

1000 notes capacity cash box

1500 coins capacity cash box

Cleaning cards

ANANAN




-QUIOS

Modelo 230

Meca Burair

REALIZA AQUI
TU PEDIDO

Windows

Weight and dimensions

Dimensions (width x height x depth) 57x186x36 cm
Weight 171 kg
Specifications

Voltage range 110-240V AC
Nominal frecuency 50/60 Hz
Consuptions 537 W
Temperature 5°C-45°C

Processor and communications

Windows CPU Intel Core i3 7100U (3M Cache, 2.40 GHz),8GB

DDR4-2133 1.2V SO-DIMM, HD 128GB SSD

TFT LCD 31,5 (16:9), 500 nits
N.° of pixels 1920 x 1080
HDMI 2.0a; USB-C (DP1.2)

Touch screen

Graphics output

Touch panel Capacitive multi-touch type

Operative System Windows 10 (included)

1/0 2xUSB2.0,4 x USB 3.0,
2 x SATA, Ethernet LAN integrated 10/100/1000

Wireless Integrated Wi-Fi Intel Wireless-AC
8265 + BT 4.2, Bluetooth 4.0

Printing specifications

Ticket printer Thermal printing

Velocity 220mm/sec
Resolution 180 DPI
Paper width 80mm
Paper roll diameter Max @ 83mm
Auto cutter s/
Emulation ESC/POS Command compatible

Coins

Accepts, validates and dispenses coins

EURO: from 2ct to 2€
Other currencies: consult

Detection and rejection of false coins

v

Hopper for fast coins loading

v

Coins recycler capacity 1.500
Coins validation speed 4 coins/s
Coins dispensing speed 12 coins/s
Coins stacker capacity 1.500

Notes

Accepts, validates and dispenses notes

EURO: from 5€ to 500€
Other currencies: consult

Detection and rejection of false notes

v

Notes validation speed 3 s/note
Notes dispensing speed 2 s/note
Recyclers quantity 2

Free of denominations
designations

Notes recycler capacity

100 each recycler

Notes stacker capacity

1.000

Processor and communications

Internal MiniPC

J1900 2GB RAM 24GB SSD

7" touch screen s/
Connection Ethernet
Accesories

Cassette and notes recycler removal lock

v

Security lock for notes stacker

Included

Lock for coin dispenser extraction

Included

Consumibles

1000 notes capacity cash box

1500 coins capacity cash box

Cleaning cards

ANANAN




